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Usinlink 101 SDLC adapter

The World’s first USB interface SDLC adapter

As the one and the only USB SDLC card in the
world, USINLINK 101 provides a brand new host
connection solution.

Developed from 20 years experience of PCIl/ ISA
SDLC card, USINLINK 101 not only keeps the
outstanding features and also brings in the
advantages of USB interface, greater compatibility,
host-swap capability and better proformance.

Specification

Controller: Z8530

Serial Port: One

Serial Interface: V.35, RS-232

Serial Data Format: SDLC, HDLC

Date Rate: Up to 64kbps

Clocking: Internal/ External

Temperature: 0~50 degrees celsius

Humidity: 0~95%

noncondensing Altitude: -200 to +10,000 ft.

Dimensions(mm):111 x 77.5 x 30

Power Requirement: +5V, 300mA

Connector: DB-25(male)

Cable Options: DB-25(female) to DB-25(male) Features
DB-25(female) to 34-pin V.35(male)

- On-board CPU

- Single API entry

- Multi-protocol support: SDLC / HDLC

- Microsoft Windows support: 2000 / XP / 2003 / Vista
- Line speed automatic detection

- LED line status displays

- Automatic connection recovery function

- Connection status monitor software supported
- Easy setup and installation

- Hot-Swap; Plug-N-Play

- Single Chip Testing Support

- Certifications: CE, FCC, USBIF, RoHS
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